
194 Special Applications

Blacklight BL368 Linear & Circline

Features
• BL368 tubes emit an upgraded highly concentrated 

radiation with peak around 368 nm. Flying insects eye 

sensitivity is generally at or near this frequency

• 100% improvement in effectiveness (at 368nm)

• Depreciation of UV-A output over time is significantly  

reduced (80% at 5000hrs of original 100 hour output)

• Performs longer and better throughout the insect 

season

• Same shape, structural and electrical characteristics and  

control circuits as standard T12,T8 or T5 tubes

Applications
• Insect traps, insect attraction is strongly increased

• Restaurants, kitchens, food shops, supermarkets

• Diazo printing machines

• Photo Polymerisation

• Chemical processing

• Mineral detection

• Various technical applications

Directions for use

• Maximum exposure limits are set by EN60335-2-

59:1997 at an effective 1.0 milliWatt per metre squared  

(1.0 mW/m²) measured at a distance of 1 metre – 

originally based on the recommendations of the 

National Radiological Protection Board in the UK. The 

irradiance value for a single BL368-lamp measured 

without reflector and/or fixture, in free air at 25 celsius, 

is varying between 0.2 and 0.4 mW/m² depending on 

the wattage

universaluniversal

   A B B C D
  max min max max nom

4W  135.9 140.6 143.0 150.1 16

6W  212.1 216.8 219.2 226.3 16

8W  288.3 293.0 295.4 302.5 16

11W  212.1 216.8 219.2 226.3 16

15WT5 288.3 293.0 295.4 302.5 16

15WT8 437.4 442.1 444.5 451.6 26

18WT8 589.8 594.5 596.9 604.0 26

25WT8 18”  437,4 442,1 444,5 451,6 26

30WT8  894,6 899,3 901,7 908,8 26

36WT8 589.8 594.5 596.9 604.0 26

20WT12 24” 589.8 594.5 596.9 604.0 38

40WT12 24” 589.8 594.5 596.9 604.0 38

40WT12 48” 1199.4 1204.1 1206.5 1213.6 38

   A A B B D D d d
  min max min max min max min max

22W  149.1 155.6 147.6 157.2 203.2 215.9 26.2 30.9

32W  149.1 155.6 147.6 157.2 203.2 215.9 26.2 30.9

Dimensions (mm)

UV-A= 315 - 400mm
UV-B= 280 - 315mm G13

G5

G19q

Blacklight BL368 Linear & Circline

Code

 

Description

 

Watt 
(W)  

Volt 
(V)  

Current 
(A)

 

Light 
Colour

 

Cap

 

Packing 
Qty

0000085 F4W T5 BL368 4 29 0.170 BL368 G5 50

0000088 F6W T5 BL368 6 42 0.160 BL368 G5 25

0000089 F8W T5 BL368 8 56 0.145 BL368 G5 25

0000097 F11W T5 BL368 11 34 0.350 BL368 G5 25

0000090 F15W T5 BL368 15 44 0.310 BL368 G5 25

0000082 F15 T8 BL368 15 55 0.310 BL368 G13 25

0000091 F18W T8 BL368 24” 18 59 0.36 BL368 G13 25

0002166 F25 T8 BL368 18” 25 38 0.600 BL368 G13 25

0000098 F30 T8 BL368 30 96 0.365 BL368 G13 25

0000092 F36W T8 BL368 24” 36 50 0.85 BL368 G13 25

0000361 F20 T12 BL368 24” 20 57 0.370 BL368 G13 25

0001638 F40 T12 BL368 24” 40 47 0.880 BL368 G13 25

0000099 F40 T12 BL368 48” 40 103 0.430 BL368 G13 25

0000456 FC22 T9 BL368 22 62 0.400 BL368 G10q 12

0000100 FC32 T9 BL 368 8” 32 57 0.480 BL368 G10q 12
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Blacklight BL368 Compact

universal

Dimensions (mm)

G23

23 23

20,8 32

D

L

E27 20W
L 165
D 52

G23 9W 11W
L 165 233
D 28 28

G24d 26W
L 147
D 35

G24q 13W
L 115
D 35

2G11 18W 36W
L 225 415
D 38 38

Blacklight BL368 Compact

Code

 

Description

 

Watt 
(W)  

Volt 
(V)

 

Current 
(A)

 

Lamp 
Colour

 

Cap

 

Packing 
Qty

0025706 MiniLynx 20W BL368 20 230 0.160 BL368 E27 20

0025411 Lynx-s 9W BL368 9 60 0.170 BL368 G23 50

0025412 Lynx-S 11W BL 368 11 91 0.175 BL368 G23 50

0025708 Lynx-DE 13W BL368 13 91 0.175 BL368 G24q-1 50

0025709 Lynx-D 26W BL368 26 105 0.325 BL368 G24d-3 50

0025268 Lynx-L 18W BL368 18 58 0.375 BL368 2G11 10

0025710 Lynx-L 36W BL368 36 106 0.435 BL368 2G11 10

Blacklight BL355 Compact

Code

 

Description

 

Watt 
(W)

 

Volt 
(V)

 

Current 
(A)  

Lamp 
Colour  

Cap

 

Packing 
Qty

0025275 LYNX-S BL355 9W 9 60 0.170 BL355 G23 50

Features
• These BL368 tubes emit an upgraded highly 

concentrated radiation with peak around 368nm. 

Flying insect - eye sensitivity is generally at or near this 

frequency

• 100% improvement in effectiveness (at 368nm)

• Depreciation of UV-A output over time is significantly 

reduced (80% at 5000hrs of original 100 hour output)

• Performs longer and better throughout the insect 

season

Directions for use
• Maximum exposure limits are set by EN60335 

2-59:1997 at an effective 1.0 milliWatt per metre 

squared (1.0 mW/m) measured at a distance of 1 metre 

- originally based on the recommendations of the 

National Radiological Protection Board in the UK. The 

irradiance value for a single BL BL368-lamp measured 

without reflector and/or fixture, in free air at 25 celsius, 

is varying between 0.2 and 0.4 mW/m depending on 

the wattage

UV-A= 315-400nm UV-B=280-315nm
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Blacklight BL368 FEP Toughcoat™

Dimensions (mm)

   A B B C D
  max min max max nom

8WT5  288.3 293.0 295.4 302.5 16

15WT8 437.4 442.1 444.5 451.6 26

15WT5 288.3 293.0 295.4 302.5 16

15WT8 437.4 442.1 444.5 451.6 26

18W  24” 589.8 594.5 596.9 604.0 26

20W/2ft-24” 589.8 594.5 596.9 604.0 38

25WT8 18”  437,4 442,1 444,5 451,6 26

30WT8  894,6 899,3 901,7 908,8 26

36W 24” 589.8 594.5 596.9 604.0 26

40W/2ft-24” 589.8 594.5 596.9 604.0 38

40W/4ft-48” 1199.4 1204.1 1206.5 1213.6 38

Features
• Excellent fragment retention in the event of breakage

• The protective FEP coating meets the IEC60068-2-75 

Pendulum Hammer test (5 Joule) and the 4m drop test, 

demonstrating excellent glass retention in the event of 

accidental lamp breakage

• The 97% UV-A transmission of FEP maintains maximum 

insect attraction

• No discolouration or yellowing of shatter resistant 

coating during the entire lamp life (> 10,000 hrs)

• The FEP material does not degrade during life. Versions 

employing PET coatings become brittle, and may not 

contain fragments. PET is also less transparent for UV- 

radiation

• The coating withstands up to 200ºC in both open and 

enclosed IP65 fittings. 

• The melting temperature is 260ºC

• Meets all necessary regulations for resistance to heat 

and fire, and does not support combustion when 

exposed to naked flame or excessive heat. It passes the 

850ºC Glow Wire Test

• Satisfies the requirements of the International Food 

Standard (IFS 2004)

• FDA approved, in compliance with 21CFR177.1550 

Regulatory Compliance Status

• Satisfies the requirements of the BRC (British Retail 

Consortium) leading supermarkets global standard. 

In paragraph 3.2.2.6.2 it states “All bulbs and strip 

lights, including those on electric fly killer units, where 

they constitute a risk to products, shall be protected by 

shatterproof plastic diffusers, sleeve covers or with a 

shatterproof protective coating”

Applications
• Insect attraction in restaurants, kitchens, food shops, 

supermarkets

• Food processing plants

• Pharmaceutical industry

• The risk of glass and mercury contamination is strongly 

decreased

• Help to avoid injury and loss of production time
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Blacklight BL368 FEP Toughcoat™

Code

 

Description

 

Watt 
(W)

 

Volt 
(V)  

Current 
(A)

 

Lamp 
Colour

 

Cap

 

Packing 
Qty

0001648 F8W T5 BL368 Toughcoat™ 8 56 0.145 BL368 G5 25

0001649 F11W T5 BL368 Toughcoat™ 11 34 0.350 BL368 G5 25

0001650 F15W T5 BL368 Toughcoat™ 15 44 0.310 BL368 G5 25

0000124 F15W T8 BL 368 Toughcoat™ 15 55 0.310 BL368 G13 25

0001664 F18W T8 BL368 Toughcoat 24” 18 59 0.36 BL368 G13 25

0001651 F25W T8 BL 368 Toughcoat™ 18” 25 38 0.600 BL368 G13 25

0001652 F30W T8 BL 368 Toughcoat™ 24” 30 96 0.365 BL368 G13 25

0001665 F36W T8 BL368 Toughcoat 24” 36 50 0.85 BL368 G13 25

0000125 F20W T12 BL 368 Toughcoat™ 24” 20 57 0.370 BL368 G13 25

0000126 F40W T12 BL 368 Toughcoat™ 24” 40 47 0.880 BL368 G13 25

0001630 F40W T12 BL 368 48” Toughcoat™ 48” 40 103 0.430 BL368 G13 25


